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= EXISTING COMBINATION
CONC CURB & GUTTER
{ EXISTING PCC SIDEWALK
e . R HOT-MIX ASPHALT MIXTURE REQUIREMENTS
1] _VARIES fy-3y VARIES 1%-3%  VARIES 1.3,
Ly et i ERAROI PAAL L - y
R : ’ AT NOTE: CONTRACTOR SHALL MILL BEFORE PATCHING

R

4
|
|

N ITEM AIR VOIDS
HMA SURFACE BESURFACING
3 EXISTING HMA PAVEMENT
RERMOVAL, 2 (VARIES 3"-7) HOT-MIX ASPHALT SURFACE COURSE, MIX “C”, NSO @ 50 ©
PCC BASE COURSE - 11/2 INCH (IL 9.5mm) - yr

EXISTING HMA PAVEMENT

. (VARIES 7.5"-9")
BCC BASE COURSE LEVELING BINDER ~ ]
(AVG DEPTH 8 HMA SURFACE REMOVAL. 27 (MACHINE METHOD) N5O - 3/4” (IL 9.5mm) 4% @ 50 Gyr

INCIDENTAL RESURFACING

EXISTING TYPICAL SECTION

STA 100+05 TO STA 114+68, BURLINGTON AVENUE

INCIDENTAL HOT-MIX ASPHALT SURFACING 4% @ 50 Gyr

PATCHING

CLASS D PATCHES (HMA BINDER IL-19mm)

4% @ 70 G
TYPE I-IV - 6 INCH 4

1. THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE
IS 112 LBS/SQ YD/IN.

2. THE "AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE “SBS/SBR PG T70-22
AND FOR NON-POLYMERIZED HMA THE “AC TYPE’ SHALL BE "PG 64-22'" UNLESS
MODIFIED BY DISTRICT ONE -SPECIAL PROVISIONS.” FOR "PERCENT OF RAP’ SEE
DISTRICT ONE SPECIAL PROVISIONS.

66’

VARIES 1.5 VARIES 33'-43°
12'-16’

R.O.W.

FHMA SURFACE COURSE,
\MIX “C", N5O - 1%“

FINISHED PAVEMENT GRADE
SHALL BE 17 HIGHER THAN
THE GUTTER FLAG (TYP.) - N

\ 3
\ N50 i (MIN)

|
|
’ \ LEVELING BINDER (MACHINE METHOD),

COMBINATION CONCRETE CURB AN>D‘\\‘
GUTTER REMOVAL AND REPLACEMENT
(AS DETERMINED BY THE ENGINEER)

VAR 2
VARIES -3

SIDEWALK REMOVAL
P.C.C. SIDEWALK, 5-INCH

- AGGREGATE BASE COURSE,
/ TYPE B, 4"
| (AS DETERMINED BY THE ENGINEER)
— COMBINATION CONCRETE CURB AND
GUTTER REMOVAL AND REPLACEMENT

LEVELING BINDER (MACHINE
METHOD) N50-3/4" MIN

HMA SURFACE COURSE, L_cLasS D PATCHES 6~ (AS DETERMINED BY THE ENGINEER)
MIX “C* NSO - 1k (AS DETERMINED BY THE ENGINEER)
’ 2 CLASS B PATCHES 8”

(AS DETERMINED BY THE ENGINEER)

COMBINATION CONC CURB & GUTTER,

TYPE B-6.12 (DEPRESSED)

PAVEMENT REMOVAL (FULL DEPTH) PROPOSED TYP’CAL SECT‘ON
(AVG. DEPTH 11'Y WIDTH = L5 FT

STA 100+05 TO STA 114+68, BURLINGTON AVENUE
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